(@ SUR-LINK®

_LAN Cable UTP Cat.56 Solid, 24 AWG www.sur-link.com.

SLU5CB241
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' . ITEM
: : No. of Cord. (4% #) 4 Pair %
: : Conductor | Material (#1) Bare Copper Solid (£ i 4#)
: . S Construction (4 1#) 24AWG; 1/0.50 + 0.008 mm
1
' ' Material (#4 %) Polyethylene
. ' Insulation
: Jacket(4M i) : - Thickness (/5 /%) 0.20+0.02 mm
359
. Color cord . Diameter (4}1%) 0.92 + 0.05 mm
: ' Inner Layer | Direction (4 [) S(# 1)
; @ @ 1.Blue-White/Blue - ‘ :
. 24AWG x 4 Pair hi : W& | Piteh (&) REF 30mm underneath
' 2.Orange-White/Orange Oufside Layer | Direction (£¢Fi1) S (41 14)
. 1
' @ @ ' 3.Green-White/Green . St | Pitch (% Bi)REF 100+10mm
. [
' 4 Brown-White/Brown ' Rip cord
X @ @/ Rip cord : W 24 4 Material (#4 %) Nylon
L] L] L
f . Material  (#1H) flame retardant PVC
: : Jacket Thickness (J5 ) 0.50 mm(Min. Thichness: 0.40mm)
. ' W# | Diameter (5115) 5.2 + 0.20 mm
: ' Color (i ) Optionall
1
' ' Marking Optional
1
' .
n 1
: ' Bt 7in-0S |Fitted Z SRL ATT (PATCH) DELAY MAX. DELAY | NEXT | PSNEXT
@) S N N O A AU A U N U . (MHZ) (0hm) (0hm) (dB) (dB;100M) | (ns/100M) |SKEW(ns/100M)| (dB) | (dB)
0.772 19.40 1.8 574.97 45.0 67 64
(@) 1 20.00 2 570 45.0 65.3 | 62.31
ELECTRICAL PROPERTIES(f %45 1) 4 23.00 4.1 552.00 45.0 563 | 53.28
O 8 24.50 5.8 546.73 45.0 51.8 | 48.77
ITEM 10 25.00 6.5 545.38 45.0 50.3 | 47.31
O Conductor Resistance (### %K) | Max. 93.8 ohms/km at 20°C 16 100415 | 100£15 | 25.00 8.2 543.00 45.0 47.3 | 44.25
20 25.00 9.3 542.05 45.0 45.8 42.8
) Insulation Resistance (4t 4% 7 FH) Min. 5000 mega ohms-km at 20°C 25 2430 10.4 541.20 250 243 | 41.35
- Dielectric Test (il i 1) 1000V DC /1 min ; No Breakdown 31.25 28.60 1.7 540.44 45.0 429 | 39.89
e 62.5 21.50 17 538.55 45.0 38.4 | 35.38
Temperature Rating (i & it J%) 75T 100 20.10 22 537.60 45.0 35.3 32.31
@) Voltage Rating (1 5 1 Jk) 30V
(@) DRWN. ChenFeng SPEC NO: Construction: 24AWG x 4P
CHKD. Gao SLUSCB241
U Customer:
APPD. Gao DATE:6-30-2007
SUR-LINK TECHNOLOGY CO.,LTD
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